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Leave to dry for a minimum of 1 hour, ensure the 
resin has hardened before applying the bonder to the 
internal joint. The fibreglass strips must overlap at the 
joints by a minimum of 50mm and each layer must be 
staggered.

SPECIAL NOTES: Fiberglassing the Tank Collar Joint: Fibrelite recommends fiberglassing the outside of the tank collar joint 
with 3 layers of glass as an added precaution against water intrusion (especially in high water areas).

S15CR-390 Installation Guide
( Laminating the sump to the tank collar )
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POLYESTERRESIN CATALYST

1 Add 2% catalyst to resin eg. 20ml catalyst to 1L 
resin - stir well.

• 15 No. 130 mm wide x 1000 mm 	 strips of 
600g/m2 chopped strand mat.

• 4 litres of unsaturated polyester resin
• 120 ml of catalyst.

2
Brush resin onto the 
joint surface, apply a 
strip of fibreglass over 
the joint and apply 
resin over strip using 
a roller brush.

3
Ensure the resin 
covers the fibreglass 
strip, do not leave any 
dry areas.

4
Apply a second 
and third layer of 
fibreglass as per 7 
& 8

6
Warning – do NOT cut fibreglass strips too large. If 
the base of the sump is laminated too high, it may 
distort the shape of the sump when it dries.

Roller Brush Face MaskBucket

Typical material usage for 3 layers of 
reinforcement per sump
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